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Metric Cruiser Grip Installation

Instructions for Throttle Side
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PM Part # 0048-0853

Performance Machine Grip Installation Manual
Fits: Kawasaki 04-09 Vulcan 2000 (All Models), 03-08 Vulcan 1600 (All Models), All years Vulcan 1500 
(All Models), All Years Mean Streak (All Models), 95-06 Vulcan 800 (All Models), 06-09 Vulcan 900 
(All Models). 06-09 Suzuki M109R & C109 (All Models), 98-09 C90, 01-06 Volusia 800/Boulevard M50, 
07-09 Marauder 800/Boulevard C50/M50,  09 Boulevard M90. Victory All Years/Models (Except Vision).
99-09 Yamaha Road Star (All Models), 02-09 Road Star Warrior, 07-09 V Star 1300 (All Models), 98-09 V Star
1100/650 Classic & Custom, 09 V Star 950 (All Models), 06-09 Roadliner & Stratoliner (All Models), 
All Years & Models Royal Star & Venture, 08-09 Raider (All Models), All Years Virago 750/535/250/V Star 250

Tools Needed
Tools Needed
1.      Philip Screwdriver
2.      2mm hex key
3.      Flat head screwdriver (long)
4.      Sharp Blade
5.      Red Loctite
6.      Transfer punch (1/8”)
7.      Drill with .125” center drill
8.      Hammer

Bill of Materials
Qty 1 - Throttle Side Grip
Qty 1 - Clutch Side Grip 
Qty 2 - Set Screws

1. Remove OEM bar end
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2. Remove switch/throttle housing screws and throttle 
cable retainer.  Split upper and lower switch housings to
allow access to grip. 

3. Remove cable ends from OEM throttle side grip and 
slide grip off of handlebar (Note: you may need to adjust
 cables to allow enough slack to remove cable ends from
 grip)

4. With throttle grip removed, verify that handlebar is 
clean and there will be no interference between throttle 
and handlebar for smooth operation.

5. Slide PM throttle grip onto handlebar and insert cable
 ends into grip.
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6. Position upper and lower switch housings on 
handlebar, making sure to align locating pin on 
housing with hole in the handlebar.  Ensure that 
flange of the throttle grip fits within the throttle/switch 
housing without any interference. 

7. Tighten switch housing screws and throttle cable 
retainer and adjust throttle cable free-play 
(refer to owner’s manual for proper torque and 
adjustment specifications) 

8. Twist throttle to ensure proper function, smooth 
operation and un-interrupted throttle return. 
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1. Remove OEM bar end

2.  Use long flathead screwdriver to break loose adhesive
 bond between grip and handlebar.  If this does not work,
 you may need to cut off your OEM grip by slicing
 length-wise with a razor blade then peeling off 
of the handlebar.

3. Install PM clutch side grip onto handlebar, until the
 grip stops against the switch housing.  Look at the end 
of the grip to position the logo where you prefer then
 mark the set screw locations using a transfer punch 
and hammer.

4. Remove grip then drill two small dimples in the 
handlebar using a center drill.  This will ensure that 
the grip will not rotate on handlebar when set screws 
are installed.

Instructions for Clutch Side
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5. Slide grip back onto handlebar then, using red thread-locker, install the two set screws and tighten
 with hex key.  Confirm grip is secure and cannot rotate or slide off of handlebar.

6. Installation is now complete.  Double check that all hardware is secure and throttle rotates and
returns freely then, GO FOR A RIDE!


